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Dark grey concrete - DGC

Min 350 - Max 650

Old copper - OC
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To be installed at a minimum
[0 4 A I KA distance from the hob of 50 cm.
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~ TALIKA OC A80 cod. 110.0456.271 Chimney finish: RAL Design 000 85 00
< TALIKA CT A80 cod. 110.0456.272
(o] TALIKA DGC A80 cod. 110.0456.273
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nautius | | asearion | | RERNETER | | NIRRED® CoNTROL LED LIGHT ENERGY
(optional)
FEATURES PERFORMANCES ACCESSORIES
Finish Speed T2 3 INT  cod. 112.0157.242
-Old copper Air capacity F4 Charcoal filter
- Cross titanium IEC point 260 385 445 530

- Dark grey concrete

Cod. 112.0157.354

Controls Pressure 280 350 470 570
Remote control
Squarcle touch Input 80 95 10O 125
Lighting Noise level 55 64 68 69
LED lights

Grease filter

Cassettes dishwasher safe

@ of air outlet
150 /120 mm

Width
800 mm

Energy class
A




Cross titanium - CT

TALIKA: THE FIRST

ULTRASLIM VERTICAL
EXTRACTOR HOOD POWERED
BY NAUTILUS.

Its innovative design makes it a true
“window over the cooker”: special
Nautilus technology completely
eliminates the conventional slanted
surface, making it possible to create
the first truly

vertical hood.
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